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exemplary system and method comprises querying a trans-
mission parameter control module for a transmission sched-
ule. The transmission schedule comprises at least one sched-
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they pertain to a destination address. At least one packet of
data is then transmitted to the destination address according
to the transmission parameters controls of at least one
schedule entry from the transmission schedule. A system and
method for selecting an antenna configuration correspond-
ing to a next transmission of packet data is also disclosed.
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TRANSMISSION AND RECEPTION
PARAMETER CONTROL

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application is a divisional and claims the
priority benefit of U.S. patent application Ser. No. 12/545,
796 filed Aug. 21, 2009, which is a divisional and claims the
priority benefit of U.S. patent application Ser. No. 11/474,
057 filed Jun. 23, 2006, now issued as U.S. Pat. No.
7,933,628, which is a continuation-in-part and claims the
priority benefit of U.S. patent application Ser. No. 11/180,
329 filed Jul. 12, 2005, now issued as U.S. Pat. No.
7,899,497, which claims the priority benefit of U.S. provi-
sional patent application No. 60/602,711 filed Aug. 18,
2004, U.S. provisional patent application No. 60/603,157
filed Aug. 18, 2004, U.S. provisional patent application No.
60/625,331 filed Nov. 5, 2004; U.S. patent application Ser.
No. 11/474,057 claims the priority benefit of U.S. provi-
sional patent application No. 60/693,698 filed Jun. 23, 2005.
The disclosures of all of the aforementioned application are
incorporated herein by reference.

The present application is related to U.S. patent applica-
tion Ser. No. 11/010,076 filed Dec. 9, 2004, U.S. patent
application Ser. No. 11/022,080 filed Dec. 23, 2004, U.S.
patent application Ser. No. 11/041,145 filed Jan. 21, 2005,
and U.S. provisional patent application No. 60/630,499 filed
Nov. 22, 2004. The disclosures of the aforementioned appli-
cations are incorporated herein by reference.

BACKGROUND OF THE INVENTION

Technical Field

The present invention generally relates to wireless com-
munication networks and more particularly to a system and
method for wireless network transmission parameter control
providing for increased packet-reception.

Description of the Related Art

In communications systems, there is an ever-increasing
demand for higher data throughput and a corresponding
drive to reduce interference that can disrupt data communi-
cations. For example, in an IEEE 802.11 network, an access
point (e.g., a base station) communicates data with one or
more remote receiving nodes over a wireless link. The
wireless link may be susceptible to, for example, interfer-
ence from other access points, other radio transmitting
devices, or disturbances in the environment of the wireless
link between the access point and the remote receiving node.
The interference may be to such a degree as to degrade the
wireless link, for example, by forcing communication at a
lower data rate. The interference also may be sufficiently
strong enough to completely disrupt the wireless link.

One method for reducing interference in the wireless link
between the access point and the remote receiving node is to
provide several omni-directional antennas for the access
point in a “diversity” scheme. For example, a common
configuration for the access point comprises a data source
coupled via a switching network to two or more physically
separated omni-directional antennas. The access point may
select one of the omni-directional antennas by which to
maintain the wireless link. Because of the separation
between the omni-directional antennas, each antenna expe-
riences a different signal environment and each antenna
contributes a different interference level to the wireless link.
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The switching network couples the data source to whichever
of the omni-directional antennas experiences the least inter-
ference in the wireless link.

Current methods that provide switching among antenna
configurations, such as diversity antennas, and previous
methods of controlling antenna segments are unable to
effectively minimize the interference from other access
points, other radio transmitting devices, or disturbances in
the environment of the wireless link between the access
point and the remote receiving node. Typically, methods for
antenna configuration selection are of the trial-and-error
approach. In a trial-and-error approach, a transmission is
made on each antenna configuration to determine which
antenna configuration provides a more effective wireless
link (e.g., as may be measured by a packet error ratio). The
trial-and-error approach is inefficient as it generally requires
transmission on a “bad” antenna configuration to determine
the poor quality of that antenna configuration. Further, the
trial-and-error approach becomes increasingly inefficient
with a large number of antenna configurations.

Additionally, current methods may require measurements
of parameters such as voltage standing wave ratio, signal
quality, or bit error rate for each antenna configuration. Such
measurements can take a significant amount of time to
compute, and may require large numbers of data packets to
be transmitted before the measurements can be performed.

SUMMARY OF THE INVENTION

In one exemplary embodiment of the present invention, a
method for implementing transmission parameter control at
a transmitting station is described. The exemplary method
comprises querying a transmission parameter control mod-
ule for a transmission schedule. The transmission schedule
comprises at least one schedule entry defining a set of
transmission parameter controls as they pertain to a desti-
nation address. At least one packet of data is then transmitted
to the destination address according to the transmission
parameter controls of at least one schedule entry from the
transmission schedule.

In another embodiment of the aforementioned method, an
acknowledgment of receipt of the data by a receiving station
is issued and the transmission schedule may be updated
based on certain feedback data. In the event that an acknowl-
edgement is not received, the transmission schedule may be
referenced to determine whether an unused entry exists that
may be utilized for re-transmitting the data. If that re-
transmission is successful, feedback data may again be
utilized to update the transmission schedule. Should there
not be an unused entry or the re-transmission fails, feedback
with regard to the failed transmission may be incorporated
into the evolution and development of the transmission
schedule and particular entries therein.

An exemplary machine-readable medium for executing a
similar transmission parameter control methodology is dis-
closed.

An exemplary system for transmission parameter control
in a wireless network is also disclosed. A process executes
at least one program comprising instructions for executing a
transmission schedule, the transmission schedule compris-
ing at least one schedule entry defining a set of transmission
parameter controls as they pertain to a destination address.
An antenna apparatus, in accordance with the transmission
schedule, then transmits one or more data packets to a
destination address utilized a particular antenna configura-
tion and physical data rate.
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Another exemplary system is disclosed by the present
invention, that system configured to select an antenna con-
figuration corresponding to a next transmission of packet
data. In the exemplary system, a master scheduling module
causes an antenna apparatus to adopt a particular radiation
configuration in anticipation of the receipt of data from a
transmitting station, the configuration corresponding to opti-
mizing the receipt of data from that station. The configura-
tion may be implemented in response to, for example, an
algorithm executed by a packet pattern recognition module,
a CRC module, a scheduled MAC module, a temporal
prediction module, a last transmission module, and/or com-
binations of the same. Various methods as they pertain to
adopting a particular configuration with respect to the afore-
mentioned system modules are also disclosed.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a system comprising an antenna appa-
ratus with selectable elements in accordance with one exem-
plary embodiment of the present invention;

FIG. 2 illustrates various radiation patterns resulting from
selecting different antenna configurations of the antenna
apparatus of FIG. 1 in accordance with one exemplary
embodiment of the present invention;

FIG. 3 illustrates an exemplary block diagram of the
system of FIG. 1, in accordance with one exemplary
embodiment of the present invention;

FIG. 4 illustrates a block diagram of an exemplary soft-
ware layer, device driver, and a hardware layer of the system
and for implementing transmission parameter control, in
accordance with one exemplary embodiment of the present
invention;

FIG. 5 illustrates an exemplary method for transmission
packet flow in a system like that disclosed in FIG. 4;

FIG. 6 illustrates an exemplary transmission schedule
comprising transmission attempt, physical layer data rate,
antenna configuration, and transmit power information;

FIG. 7 illustrates an exemplary transmission schedule like
that disclosed in FIG. 6 and further comprising yield on
failure information;

FIG. 8 illustrates a block diagram of an exemplary soft-
ware layer, device driver, and a hardware layer of the system
and for implementing reception parameter control, in accor-
dance with one exemplary embodiment of the present inven-
tion.

DETAILED DESCRIPTION

A system for a wireless (e.g., radio frequency or RF) link
to a remote receiving device in accordance with an embodi-
ment of the present invention generally includes a commu-
nication device for generating an RF signal, an antenna
apparatus with selectable antenna elements for transmitting
and/or receiving the RF signal, and a processor for control-
ling the communication device and the antenna apparatus.
The communication device (or a device communicatively
coupled thereto) converts data packets into RF at one of a
plurality of selectable physical data rates. Each antenna
element of the antenna apparatus may provide gain (with
respect to an isotropic antenna) and a directional radiation
pattern and may be electrically selected (e.g., switched on or
off) so that the antenna apparatus may form a configurable
(i.e., direction agile) radiation pattern. The processor may
select the antenna configuration so that interference may be
minimized in the wireless link to the remote receiving node.
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The processor may also select the physical data rate to
maximize data transmission speed.

For example, due to interference from other radio trans-
mitting devices, or disturbances in the wireless link between
the system and the remote receiving device, the processor
may select an antenna configuration with a resulting radia-
tion pattern that minimizes the interference. The processor
may also select an antenna configuration corresponding to a
maximum gain between the system and the remote receiving
device. Alternatively, the processor may select an antenna
configuration corresponding to less than maximal gain but
corresponding to reduced interference in the wireless link.
Similarly, the processor may select a physical data rate that
maximizes data transmission speed (i.e., effective user data
rate) over the wireless link to the remote receiving device.

FIG. 1 illustrates a system 100 comprising an antenna
apparatus with selectable elements in accordance with one
exemplary embodiment of the present invention. The system
100 may comprise, for example, a transmitter and/or a
receiver, and be embodied as an 802.11 access point, an
802.11 receiver, a set-top box, a laptop computer, a televi-
sion, a PCMCIA card, a remote control, or a remote terminal
such as a handheld gaming device. In some exemplary
embodiments, the system 100 may comprise an access point
for communicating with one or more remote receiving nodes
over a wireless link, for example, in an 802.11 wireless
network. Typically, the system 100 may receive data from a
router connected to a wide-area network such as the Internet
(not shown) or any variety of local area networks (also not
shown). The system 100 may transmit the data to one or
more remote receiving nodes (e.g., receiving nodes 130A-
130C). The system 100 may also form a part of a wireless
local area network (LAN) by enabling communications
among two or more of the remote receiving nodes 130A-
130C.

Although the present disclosure focuses on particular
embodiments for the system 100, aspects of the invention
are equally applicable to a wide variety of appliances and are
not intended to be limited to any disclosed embodiment. For
example, although the system 100 will be described as the
access point for an 802.11 wireless network, the system 100
may also comprise the remote receiving node 130A. Further,
the system 100 may also be implemented with regard to
other wireless network standards (e.g., IEEE 802 .x).

System 100 may include a communication device 120
(e.g., a transceiver) and an antenna apparatus 110. The
communication device 120 may comprise virtually any
device for converting data at a physical data rate and for
generating and/or receiving a corresponding RF signal. The
communication device 120 may include, for example, a
radio modulator/demodulator for converting data received
by the system 100 (e.g., from a router) into the RF signal for
transmission to one or more of the remote receiving nodes
130A-130C. In some embodiments of the present invention,
the communication device 120 also comprises circuitry for
receiving data packets of video from the router and circuitry
for converting the data packets into 802.11 compliant RF
signals. Various other hardware and/or software devices
and/or elements may be integrated with communication
device 120 (e.g., physical integration or a communicative
coupling) as to allow for the processing and/or conversion of
various other data formats into 802.11 compliant RF signals.

The antenna apparatus 110 may include a plurality of
individually selectable antenna elements (not shown). When
selected, each of the individual antenna elements produces
a directional radiation pattern with gain (as compared to an
omni-directional antenna). The antenna apparatus 110 may
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further include an antenna element selector device 310 (FIG.
3) to selectively couple one or more of the antenna elements
to the communication device 120. Various embodiments of
an antenna apparatus 110 and the antenna element selector
device 310 are disclosed in U.S. patent application Ser. Nos.
11/010,076; 11/022,080; and 11/041,145 for a “System and
Method for an Omni-directional Planar Antenna Apparatus
with Selectable Elements,” “Circuit Board Having a Periph-
eral Antenna Apparatus with Selectable Antenna Elements,”
and “System and Method for a Minimized Antenna Appa-
ratus with Selectable Elements.” The disclosure of each of
these applications and the antenna apparatus therein have
previously been incorporated into the present application by
reference.

FIG. 2 illustrates various radiation patterns resulting from
selecting different antenna configurations of the antenna
apparatus 110 of FIG. 1 in accordance with one exemplary
embodiment of the present invention. The antenna apparatus
110 used to produce the exemplary radiation pattern of FIG.
2 comprises four selectable antenna elements {AIBICID}.
The antenna elements (referred to as antenna elements A-D)
of the present example are offset from one other by 90
degrees. Fach antenna element of the present example
produces a similar radiation pattern offset from the other
radiation patterns (e.g., the radiation pattern of the antenna
element A is offset by approximately 90 degrees from the
radiation pattern of the antenna element B and so on). For
clarity of explanation, only three exemplary radiation pat-
terns are shown in FIG. 2.

A first radiation pattern 215 is produced by selecting the
antenna element A. The radiation pattern is a generally
cardioid pattern oriented with a center at about 315 degrees
in azimuth. A second radiation pattern 205, depicted as a
dotted line, is produced by selecting the antenna element B.
Antenna element B is offset 90 degrees from antenna ele-
ment A; the radiation pattern 205 is therefore oriented with
a center at about 45 degrees in azimuth. A combined
radiation pattern 210, depicted as a bold line, results from
the selection of antenna element A and antenna element B.
It will be appreciated that by selecting one or more of the
antenna elements A-D in FIG. 2, fifteen radiation patterns
can be produced by the antenna apparatus 110.

A substantially omni-directional radiation pattern that
may be produced by selecting two or more of the antenna
elements A-D is not shown in FIG. 2 (for the sake of clarity).
Notwithstanding, it will be appreciated that the antenna
apparatus 110 may produce a range of radiation patterns,
ranging from highly directional to omni-directional. Accord-
ingly, these resulting radiation patterns are also referred as
antenna configurations.

FIG. 3 illustrates an exemplary block diagram of the
system 100, in accordance with one exemplary embodiment
of the present invention. The system 100 may include a
processor 320 coupled to a memory 330. In some embodi-
ments of the present invention, the processor 320 may
comprise a microcontroller, a microprocessor, or an appli-
cation-specific integrated circuit (ASIC). The processor 320
may be configured to execute programs stored in the
memory 330. The memory 330 may also store transmission
schedules, which may specify transmit instructions includ-
ing physical layer transmission rates for the communication
device 120 and antenna configurations for the antenna
apparatus 110. The transmissions schedule may also include
additional information such as transmit power. The trans-
mission schedule examples of which are illustrated in FIGS.
6 and 7-may be embodied as a program for execution by
low-level hardware or firmware. The transmission schedule
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may also be embodied as a set of transmission metrics that
allow for ‘tuning’ of transmission and retransmission pro-
cesses in a more efficient manner.

The processor 320 may be further coupled to the antenna
element selector device 310 by a control bus 340. The
antenna element selector device 310 may be coupled to the
aforementioned antenna apparatus 110 to allow, for
example, selection from among the multiple radiation pat-
terns described in FIG. 2. The processor 320 controls the
antenna element selector device 310 to select an antenna
configuration (i.e., one of the multiple radiation patterns) of
the antenna apparatus 110. The antenna selector device 310
may accept and respond to information (instructions) related
to a transmission schedule with regard to the selection of a
particular antenna configuration (e.g., one of the aforemen-
tioned radiation patterns referenced in the context of FIG. 2).

The processor 320 is further coupled to the communica-
tion device 120 by the control bus 340. The processor 320
controls the communication device 120 to select a physical
data rate (i.e., one of the multiple physical data rates). The
processor 320 controls the physical data rate at which the
communication device 120 converts data bits into RF signals
for transmission via the antenna apparatus 110. The selection
of a physical data rate may be associated with a particular
antenna configuration, and/or other transmission parameters
(e.g., transmit power) in the context of a transmission
schedule like those referenced in FIGS. 6 and 7.

In some embodiments, the processor 320 may receive
packet data, Transmission Control Protocol (TCP) packet
data, or User Datagram Protocol (UDP) packet data from an
external local area network (LAN) 350. The processor 320
may convert the TCP or UDP packet data into an 802.11
wireless protocol. The processor 320 may select an antenna
configuration of the antenna apparatus 110 and sends the
802.11 wireless protocol to the communication device 120
for conversion at the physical data rate into RF for trans-
mission via the antenna apparatus 110 to the remote receiv-
ing node (e.g., the remote receiving node 130A) over the
wireless link (e.g., the wireless link 140A) in accordance
with transmission parameters set forth in a particular trans-
mission schedule.

An exemplary method executed by the processor 320 for
selecting the antenna configuration may comprise creating
and/or accessing a table having transmission parameter
control data for each remote receiving node 130. The table
may include link quality metrics for each antenna configu-
ration. Some examples of link quality metrics are a success
ratio, an effective user data rate, a received signal strength
indicator (RSSI), and error vector magnitude (EVM) as are
discussed in the context of U.S. patent application Ser. No.
11/180,329 (U.S. Pat. No. 7,899,497) and previously incor-
porated herein by reference. In an embodiment, the proces-
sor 320 may generate a table of success ratios for each
antenna configuration using one or more link quality met-
rics. Each antenna configuration on the table may then be
sorted using the corresponding success ratio. An antenna
configuration can then be chosen from the sorted table. The
table of success ratios can then be subsequently updated
based on the outcome of the transmission.

An additional exemplary method executed by processor
320 may comprise querying transmission parameter control
software for transmission parameters for a packet based on
the packet destination address. The transmission parameter
control software may specify transmit instructions including
physical layer transmission rates and antenna configura-
tions-in the context of a transmission schedule. The proces-
sor 320 may further modify or update a transmission sched-
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ule based on, for example, transmission attempt results as
they pertain to a particular transmission schedule.

FIG. 4 illustrates a block diagram of an exemplary soft-
ware layer 405, a device driver 450, and a hardware layer
455, in accordance with one exemplary embodiment of the
present invention. The software layer 405 and the device
driver 450 may comprise instructions executed by the pro-
cessor 320 (in FIG. 3). The hardware layer 455 may com-
prise hardware elements of the system 100 described with
respect to FIG. 3, such as the antenna selector device 310
and the communication device 120. Although described as
software and hardware elements, aspects of the invention
may be implemented with any combination of software,
hardware, and/or firmware elements.

The software layer 405 may include a transmission
parameter control module 410 and a feedback module 420.
The feedback module 420 may include a database 425. The
hardware layer 455 may include transmitter 460 and receiver
465.

The transmission parameter control module 410 may be
linked to the feedback module 420. The transmission param-
eter control module 410 may communicate with the device
driver 450 via link 430. The feedback module may commu-
nicate with the device driver 450 via link 435. The device
driver 450 may receive packets via link 440 from the
software layer 405 and sends the packets to the transmitter
460 in the hardware layer 455. The device driver 450 may
also receive packets from the receiver 465 in the hardware
layer 455 and sends the packets to the software layer 405 via
link 445.

The transmission parameter control module 410 may
comprise software elements configured to select for the
device driver 450 the current antenna configuration and the
current physical data rate based on the feedback module 420.
In some embodiments of the present invention, the trans-
mission parameter control module 410 may further comprise
certain functionality as may be found in a transmission
control selector like that disclosed in U.S. patent application
Ser. No. 11/180,329 and previously incorporated herein by
reference. Such a selector (and associated functionality) may
be related to a probe scheduler. A probe scheduler may
comprise software elements configured to determine for a
transmission control selector an unused antenna configura-
tion and an unused physical data rate based on predeter-
mined criteria. One example of the predetermined criteria is
determining an unused antenna configuration after the
device driver 450 indicates as received 5 consecutive pack-
ets. The feedback module 420 of the present disclosure may
comprise software elements configured to update link qual-
ity metrics for each antenna configuration and each physical
data rate based on feedback from the device driver 450.

The transmission parameter control module 410 further
provides transmission parameters for a packet based on the
packet destination address. The transmission parameter con-
trol module 410 provides a transmission schedule, which
may be stored in database 425 of feedback module 420 or in
a database dedicated to the control module 410 (not shown).
The transmission schedule specifies transmit instructions
including physical layer transmission rates and antenna
configurations. The transmission schedule is delivered to the
device driver 450 in response to, for example, a driver query
upon receipt of a unicast packet from an upper network layer
by the driver 450. The driver 450, in turn, provides the data
packet and transmission schedule to the hardware layer 455
for transmission.

The hardware layer 455 may notify the driver 450 of the
result of the transmission attempt, which is in turn reported
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to the transmission parameter control module 410, the
feedback module 420, or both modules for the purpose of
updating the database 425, which may update a transmission
schedule if deemed necessary. Certain functionality of the
feedback module 420 may, in some embodiments, be inte-
grated with the transmission parameter control module 410
with regard to updating a database 425 of transmission
schedules. In such an embodiment, the feedback module 420
may be configured to maintain a separate dedicated database
of transmission schedules in addition to being configured to
maintain the link quality metrics in the database 425. The
operation of the software layer 405, the device driver 450,
and the hardware layer 455 are further described below.

An advantage of the system 100 is that the transmission
parameter control module 410 may select a transmission
schedule comprising, for example, an antenna configuration
for the antenna apparatus 110 that minimizes interference for
communicating over the wireless link 140A to the remote
receiving node 130A based on feedback (i.e., direct or
indirect) from the receiving node, which may be reflected by
an acknowledgment resulting from the transmission. The
device driver 450 may indicate whether the remote receiving
node received transmitted packets on a particular antenna
configuration and physical data rate. Further, the transmis-
sion parameter control module 410 may select another
antenna configuration for communicating over the wireless
link 140B to the remote receiving node 130B based on the
lack of an acknowledgment and in accordance with a
subsequent transmission schedule thereby changing the
radiation pattern of the antenna apparatus 110 to minimize
interference in the wireless link 140A and/or the wireless
link 140B and/or to compensate for particular physical layer
data rates.

The transmission parameter control module 410 may
select the appropriate transmission schedule with an asso-
ciated antenna configuration corresponding to a maximum
gain for the wireless links 140A-140C. Alternatively, the
transmission parameter control module 410 may select a
transmission schedule wherein the antenna configuration
corresponds to less than maximal gain but instead corre-
sponds to reduced interference, in the wireless links 140A-
140C. A further advantage is that transmission parameter
control selection module 410 may select an accompanying
physical data rate that provides the maximum effective user
data rate at the remote receiving node 130A over the wireless
link 140A.

The transmission schedule provided to the hardware layer
455 via device driver 450 may be provided as part of a
transmit descriptor allowing granulated control over trans-
mission and retransmission processes in an efficient manner.
In some embodiments, the granulated control of transmis-
sion parameter control module 410 may be integrated with
the functionality of a transmission control selector or alter-
natively operate in conjunction with the same.

FIG. 5 illustrates an exemplary method for transmission
packet flow 500 in a system like that disclosed in FIG. 4
(400). In step 510, directed unicast packets are sent to device
driver 450 from upper network layers for transmission. In
step 520, the driver 450 queries the transmission parameter
control module 410 for transmission parameters for the
packet based on a packet destination address. The transmis-
sion parameter selection module 410 provides a transmis-
sion schedule (like those disclosed in FIGS. 6 and 7 below)
in step 530. The transmission schedule specifies transmit
instructions, including physical layer transmission rates and
antenna configurations.
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In step 540, the driver 450 provides the data packet and
transmission schedule to the wireless network interface,
which (in exemplary embodiments) may be embodied in the
hardware layer 455. In step 550, the wireless network
interface of the hardware layer 455 (for every N-th trans-
mission attempt) transmits the packet using parameters from
the N-th entry of the transmission schedule as illustrated in
FIGS. 6 and 7. If the network interface of the hardware layer
455, in step 560, fails to receive an 802.11 layer acknowl-
edgment, a determination is made as to whether the trans-
mission schedule has been exhausted in step 590 (i.e., the
transmission attempt schedule has entries that have not yet
been utilized). If the acknowledgment is not received, in step
560, and it is determined that the transmission schedule has
not been exhausted in step 590, the network interface of the
hardware layer 455 will attempt to re-transmit the packet
using parameters from a new entry of the transmission
schedule (e.g., N+1) in a manner similar to the original
transmission of step 550. The network interface of the
hardware layer 455 will continue this cycle (steps 550, 560,
590, and returning to 550 if appropriate) of utilizing a new
entry of the transmission schedule until an 802.11 layer
acknowledgement is received in step 560 or until the sched-
ule is exhausted (i.e., no unused scheduling entries remain)
in step 590.

If an 802.11 layer acknowledgment is received in step
560, the present exemplary method proceeds to step 570
wherein the network interface of the hardware layer 455
informs the driver 450 of the results of the transmission
attempt. The driver 450, in turn, notifies the transmission
parameter control module 410 of the aforementioned trans-
mission results in step 580. If an 802.11 layer acknowledge-
ment is not received in step 560 and the schedule is
exhausted (i.e., no unused scheduling entries remain) as
determined in step 590, the driver 450 is informed of the
results in step 570, which are, in turn, reported to the control
module 410 in step 580.

FIG. 6 illustrates an exemplary transmission schedule 600
comprising transmission attempt 610, physical layer data
rate 620, antenna configuration 630 and transmit power
information 640. In an exemplary embodiment of the pres-
ent invention, transmission schedule 600 may be stored in
database 425 (FIG. 4) for each packet destination address.
Each destination address may require different antenna
configurations and/or physical data rates for optimal perfor-
mance of each of the wireless links (140A-C), therefore
multiple transmission schedules 600 may be developed and
maintained. For ease of the present discussion, only a single
transmission schedule 600 will be discussed.

The feedback module 420 (in FIG. 4) may update the
transmission schedule 600 with respect to, for example,
antenna configuration or physical layer data rate (columns
620 and 630) after the device driver 450 (in FIG. 4) indicates
a packet as having been transmitted to a packet destination
address in light of receipt of an 802.11 layer acknowledg-
ment. The feedback module 420 may correlate a successful
transmission rate (e.g., a success ratio) with respect to a
particular physical data rate and antenna configuration on a
particular transmission attempt for a particular packet des-
tination address. Other link quality metrics may be associ-
ated with the transmission schedule 600 and an associated
set of transmission parameters for a packet based on packet
destination address such as receive signal strength indication
(RSSI), voltage standing wave ratio (VSWR), signal quality,
bit error rate, and error vector magnitude (EVM). Various
methods of measuring the aforementioned metrics are dis-
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cussed in U.S. patent application Ser. No. 11/180,329 and
previously incorporated herein by reference.

Antenna configuration 630 corresponds to the multiple
antenna configurations of the antenna apparatus 110. For
example, a table of transmission control data for an antenna
apparatus 110 having four selectable antenna elements {A,
B, C, D}, would have fifteen possible antenna configurations
comprising the set {AIBICIDIABIACIADIBCIBDICDIAB-
CIABDIACDIBCDIABCDY}. Indicia of a particular configu-
ration may be associated with each one of the aforemen-
tioned configurations.

In one exemplary embodiment of the present invention,
the schedule 600 may need only to comprise information
related to transmission attempt 610, data rate 620, and
antenna configuration 630. Certain other information, such
as transmit power 640 (e.g., the power ratio in decibels (dB)
of the measured power referenced to one milliwatt (mW)),
may be optional. In that regard, other elements of informa-
tion may be embodied in the transmission schedule 600
while remaining in general accord with the scope of the
present invention.

The transmission schedule 600 is a program for execution
by the hardware or firmware disclosed in FIG. 4. The
schedule 600 may be provided to the network interface of
the hardware or firmware 455 for execution in step 540 as
part of a transmit descriptor, which allows for the driver 450
to exercise fine grained control over the transmission and
retransmission process in an efficient manner.

In some embodiments of the present invention, it may be
desirous for the transmission schedule 700 (FIG. 7) to
further comprise yield on failure information 750 in addition
to the aforementioned transmission attempt 710, physical
layer data rate 720, antenna configuration 730, and transmit
power 740 information. For example, if multiple packets are
queued to different destinations and a particular destination
is temporarily impaired, it may be advantageous to ‘pause’
the packet transmission to the impaired station, transmit the
queued packets to another station, and then resume trans-
mission to the impaired station.

The control offered by the presently disclosed system and
associated transmission schedules offers functionality that
may be referenced as a ‘smart antenna.” Through the afore-
mentioned transmission schedules as they related to a par-
ticular packet destination, it becomes possible to precisely
control the antenna configuration and related transmission
minutia during packet transmission such that an antenna
array may ‘point’ in the direction of the receiving station.
Further, the presently disclosed ‘smart antenna’ may further
allow for the selection of a subsequent antenna configuration
corresponding to a next transmission of packet data being
received from a particular station. In this way, under certain
conditions (such as when a transmission link is idle), the
difficulties associated with passively listening for an incom-
ing transmission and associated configurations are dimin-
ished.

Network protocols, as a whole, tend to be regular. As
such, and through the use of one or more heuristic algo-
rithms, it becomes possible to accurately predict the identity
and/or location of a next transmitting station. The predictive
results of the algorithms may themselves be embodied in a
variety of schedules with respect to anticipated data packet
reception.

An exemplary prediction algorithm may be based on a last
transmission, which may be of particular use in—but is not
limited to—a request/response data exchange or in those
networks that have strong temporal locality. In such an
embodiment, the receive antenna configuration is set based
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on the station to which the software-controlled smart
antenna last transmitted. In such an embodiment, the receive
antenna configuration ‘follows’ the transmit antenna con-
figuration. Accordingly, the antenna configuration that was
used to transmit data to a particular destination address may
be the same configuration used to receive data from that
address. Alternatively, it may be determined that data
received from a particular destination address is ideally
received in a particular configuration. Accordingly, if data is
transmitted to a particular destination address, the antenna
will automatically be reconfigured for an optimized con-
figuration associated with receipt of data from that particular
address following the initial data transmission.

Another exemplary prediction algorithm may be based on
packet pattern recognition. Many protocols, such as trans-
mission control protocol (TCP), generate a regular sequence
of packets. In TCP, for example, two data packets are often
followed by a TCP-level acknowledgment (ACK) packet in
the reverse direction. A packet pattern recognition algorithm
may be implemented such that, for each active flow, the
number of transmitted packets that occur between received
packets are counted. The ‘smart antenna’ then determines
when an individual flow is expected for packet reception.
The receive antenna may then be configured such that it
corresponds to a station who’s flow is ‘due.’

A third exemplary prediction algorithm may be based on
an indication of a cyclic redundancy check (CRC) with
respect to a serial transmission of data. In a cyclic redun-
dancy check, a CRC for a block of data is calculated before
the data is sent; the CRC on that block of data is sent along
with the primary data transmission. Once the data is
received, a new CRC is calculated on the received data. If
the pre-transmission CRC transmitted along with the pri-
mary block of data does not match the CRC performed after
receipt of that data, then an error has occurred. For example,
after a failed packet reception by the presently disclosed
antenna, the hardware layer will notify the software of a
CRC event.

In many instances, the packet data that was received is of
sufficient quality that the source Media Access Control
(MACQ) (i.e., the unique 48-bit number used in Ethernet data
packets to identify an Ethernet device, such as the base
station) may be determined. The software of the presently
disclosed antenna may then ‘look up’ the ‘best’ antenna
configuration associated with the source MAC address and
set the receive antenna configuration such that when the
failed packet is retransmitted by the source, the packet will
be received on the best antenna configuration for the station
thereby possibly even alleviating the anomaly that resulted
in the failed packet transmission in the first place.

A fourth exemplary prediction algorithm may be based on
temporal prediction as a number of data flows, such as voice
and video, are temporally periodic. By tracking packet inter
arrival-times on a per-flow basis, the presently described
antenna system may predict when in time a particular data
flow will become active. A master schedule may then be
compiled reflecting to activation times for particular active
flows as they originate from a particular station. In such an
embodiment, and in accordance with the master schedule,
the receive antenna may be preemptively configured in
advance of a particular flow from a particular locale at a
particular time.

A fifth exemplary prediction algorithm may be based
upon scheduled MAC. The 802.11 and 802.11e standards,
the latter of which enhances the IEEE 802.11 MAC layer,
specify optional modes of operation wherein the presently
described ‘smart antenna’ may provide scheduling function-
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ality normally associated with Time-Division Multiplexing
(TDM), such as Hybrid Coordination Function Controlled
Channel Access (HCCA).

HCCA 1is similar in operation to Point Coordination
Function, wherein access points or Wi-Fi adapters send
beacon frames at a regular interval; in between these bea-
cons a Distributed Coordination Function (DCF) or Conten-
tion Free-Poll (CFPoll) packet function is implemented to
control access to the transmission medium and/or to manage
various QOS concerns. HCCA also utilizes the interval
between beacon frames to control access to the medium
and/or to operate in Enhanced DCF Channel Access wherein
high priority traffic has a higher chance of being sent than
low priority traffic. Unlike PCF, however, HCCA defines
traffic classes such that traffic can be coordinated versus, for
example, round-robin. The implementation of traffic classes
also allows for station priority and transmit opportunity
(TXOP) such that a particular access point my send as many
frames as possible in a particular window of time.

Through the scheduled access functionality offered by
HCCA and as may be implemented in the present ‘smart
antenna,” it may be determined which station will be trans-
mitting at which time. As such, the antenna may be pre-
emptively configured such that its configuration is the opti-
mal configuration depending on a particular station
scheduled to commence a transmission.

Any of the aforementioned algorithms may be individu-
ally implemented for scheduling purposes. Alternatively, the
various scheduling algorithms may be implemented to oper-
ate in parallel in various combinations. FIG. 8 illustrates a
block diagram of an exemplary software layer 805, device
driver 870, and hardware layer 875 of the system and for
implementing reception parameter control, in accordance
with one exemplary embodiment of the present invention.

Software layer 805 and device driver 870 may comprise
instructions executed by the processor 320 (in FIG. 3). The
hardware layer 875 may comprise hardware elements of the
system 100 described with respect to FIG. 3, such as the
antenna selector device 310, which is also depicted here as
antenna element selector device 880, which is in turn
coupled to antenna apparatus 885. Although described as
software and hardware elements, aspects of the invention
may be implemented with any combination of software,
hardware, and/or firmware elements.

Master scheduling module 810 may comprise one or more
subsidiary modules, which in turn may execute specific
antenna selection algorithms or be executed in conjunction
with another antenna selection module to determine a best
algorithm. In FIG. 8, the exemplary master scheduling
module 810 comprises a packet pattern recognition module
815, a CRC module 820, a scheduled MAC module 825, a
temporal prediction module 830, and a last transmission
module 835. The particular algorithm executed by each of
these subsidiary modules has been discussed above in
greater detail.

Master scheduling module 810 may comprise each of
these modules, a selection of these modules, or additional
modules not necessarily discussed here. After a particular
antenna configuration has been identified by an antenna
selection module, the master scheduling module 820 com-
municates this selection to the device driver 870, via link
850, which in turn causes the selector device 880 to imple-
ment a particular antenna configuration in a receiver of
antenna apparatus 885. For example, processor 320 may
cause the selector device 880 to select a particular configu-
ration of antenna apparatus 110 in response to selection
instructions received from scheduling module 810.
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The particular selection of an antenna configuration may
be recorded in database 845 of feedback module 840, which
is coupled to the master scheduling module 810. Following
the receipt of packet data utilizing the particular antenna
configuration, feedback as to the quality of the packet
reception may also be provided to the feedback module 840
via device driver 870 and hardware layer 875 through link
855. This feedback data, too, may be stored in database 845
and associated with the selection of that particular configu-
ration as it pertains to certain network conditions, data
conditions, and the like considered by the master scheduling
module 810 and the responsible subsidiary module with
regard to determining a particular antenna configuration to
be used in the receipt of packet data.

Observations may be made over the course of several data
receptions as they pertain to particular antenna configura-
tions and transmitting stations and the feedback generated
by the same. The feedback module may, over the course
time, determine that particular modules may be more accu-
rate with regard to the selection of a particular antenna
configuration and, when a data transmission from a particu-
lar station is involved, cause the master scheduling module
810 to rely on a particular antenna configuration as deter-
mined by a particular module in order to more optimally
select particular configurations.

The feedback module may periodically causes the master
scheduling module 810 to select a configuration identified
by a non-regular module (e.g., CRC versus temporal) in
order to obtain a more relevant sample of feedback data as
it pertains to particular stations, particular configurations,
and particular modules electing the particular configuration.
Such test sampling may occur as part of a regular data
reception or may be the result of the module causing the
transmission and subsequent reception of reply data during
idle time whereby a regularly scheduled or in-progress
transmission is not interrupted or possibly subjected to a less
than ideal antenna configuration.

The invention has been described herein in terms of
several exemplary embodiments. Other embodiments of the
invention, including alternatives, modifications, permuta-
tions and equivalents of the embodiments described herein,
will be apparent to those skilled in the art from consideration
of the specification, study of the drawings, and practice of
the invention. The embodiments and features described
above should be considered exemplary, with the invention
being defined only by the appended claims, which therefore
include all such alternatives, modifications, permutations
and equivalents as fall within the true spirit and scope of the
present invention.

What is claimed is:

1. A system for transmission parameter control in a

wireless network, the system comprising:

a processor that executes at least one program stored in a
memory, the at least one program comprising instruc-
tions for executing a transmission schedule, wherein
the transmission schedule comprising a plurality of
schedule entries, wherein the plurality of schedule
entries respectively defines a plurality of sets of trans-
mission parameter controls associated with a destina-
tion address, wherein each set of transmission param-
eter controls corresponds to a respective transmission
attempt for the destination address;

an antenna apparatus including a plurality of antenna
elements adjustable into a plurality of antenna configu-
rations, each antenna configuration corresponding to a
radiation pattern;
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a communication device that implements at least one of a
plurality of link quality metrics as specified by a set of
transmission parameter controls of the plurality of sets
of transmission parameter controls, wherein the link
quality metrics include data rate, success ratio, a
received signal strength indicator (RSSI) and an error
vector magnitude (EVM); and

an antenna element selector device that selects at least one
of the antenna elements to implement the at least one of
the plurality of antenna configurations of the antenna
apparatus as specified by the set of transmission param-
eter controls, wherein the antenna apparatus transmits
one or more data packets to the destination address in
accordance with at least one of the data rates and at
least one of the plurality of antenna configurations as
specified by the set of transmission parameter controls
of the transmission schedule executed by the processor,
and wherein the antenna element selector device
includes a prediction algorithm that is used to select a
particular antenna element based on data packet pattern
recognition or Cyclic Redundancy Check (CRC) of
serial transmission of data.

2. The system of claim 1, the antenna apparatus receiving
an acknowledgment of receipt of the transmitted one or
more data packets in accordance with at least one schedule
entry of the plurality of schedule entries.

3. The system of claim 2, the at least one program
comprising instructions for providing feedback data related
to the transmission of the one or more data packets in
accordance with the at least one schedule entry of the
plurality of schedule entries associated with the acknowl-
edged transmission.

4. The system of claim 3, the at least one program
comprising instructions for updating the at least one sched-
ule entry of the plurality of schedule entries associated with
the acknowledged transmission according to the feedback
data.

5. The system of claim 1, the at least one program
comprising instructions for:

determining that an acknowledgment of receipt of the
transmitted at least one data packet has not been
received by the transmitting station; and

searching the transmission schedule for an unused sched-
ule entry for re-transmission of the at least one data
packet.

6. The system of claim 5, wherein the transmission
schedule includes an unused schedule entry, and wherein the
at least one program comprises instructions for re-transmit-
ting the at least one data packet in accordance with the set
of transmission parameter controls of the unused schedule
entry.

7. The system of claim 6, the at least one program
comprising instructions for receiving an acknowledgment of
receipt of the re-transmitted at least one data packet in
accordance with the unused schedule entry.

8. The system of claim 7, the at least one program
comprising instructions for providing feedback data related
to the re-transmission of the at least one data packet with
respect to the at least one schedule entry of the plurality of
schedule entries associated with the acknowledged re-trans-
mission.

9. The system of claim 8, the at least one program
comprising instructions for updating the at least one sched-
ule entry of the plurality of schedule entries associated with
the acknowledged re-transmission according to the feedback
data.
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10. The system of claim 5, wherein the transmission
schedule does not include an unused schedule entry and
wherein the at least one program comprises instructions for
providing feedback data indicating failed transmission of the
at least one data packet with respect to the at least one
schedule entry of the plurality of schedule entries associated
with the failed transmission.

11. The system of claim 10, the at least one program
comprising instructions for updating the at least one sched-
ule entry of the plurality of schedule entries associated with
the failed transmission according to the feedback data.

12. A machine-readable non-transitory storage medium
having embodied thereon a program, the program being
executable by a processor to perform a method for imple-
menting transmission parameter control at a transmitting
station, the method comprising:

querying a transmission parameter control module for a

transmission schedule, the transmission schedule com-
prising a plurality of schedule entries, wherein the
plurality of schedule entries respectively defines a
plurality of sets of transmission parameter controls
associated with a destination address, and wherein each
set of transmission parameter controls corresponds to a
respective transmission attempt for the destination
address;

configuring a communication device to implement at least

one link quality metric as specified by a set of trans-
mission parameter controls of the plurality of sets of
transmission parameter controls, wherein the link qual-
ity metric includes data rate, success ratio, a received
signal strength indicator (RSSI) and an error vector
magnitude (EVM);

configuring an antenna apparatus including a plurality of

antenna elements to form a particular radiation pattern
as specified by the set of transmission parameter con-
trols, wherein the configuring is based on a prediction
algorithm that is used to select a particular antenna
element based on data packet pattern recognition or
Cyclic Redundancy Check (CRC) of serial transmis-
sion of data; and

transmitting at least one packet of data to the destination

address according to the set of transmission parameter
controls of the transmission schedule.

13. The machine-readable non-transitory storage medium
of claim 12, further comprising receiving at the transmitting
station an acknowledgment of receipt of the transmitted at
least one packet of data in accordance with at least one
schedule entry of the plurality of schedule entries.

14. The machine-readable non-transitory storage medium
of claim 13, further comprising providing feedback data
related to the transmission of the at least one packet of data
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in accordance with the at least one schedule entry of the
plurality of schedule entries associated with the acknowl-
edged transmission.

15. The machine-readable non-transitory storage medium
of claim 14, further comprising updating the at least one
schedule entry of the plurality of schedule entries according
to the feedback data.

16. The machine-readable non-transitory storage medium
of claim 12, further comprising execution of instructions by
the processor to:

determine that an acknowledgment of receipt of the
transmitted at least one packet of data has not been
received by the transmitting station; and

search the transmission schedule for an unused schedule
entry for re-transmission of the at least one packet of
data.

17. The machine-readable non-transitory storage medium
of claim 16, wherein the transmission schedule comprises an
unused schedule entry, and the method further comprises
re-transmitting the at least one packet in accordance with the
transmission parameter controls of the unused schedule
entry.

18. The machine-readable non-transitory storage medium
of claim 17, the method further comprising receiving an
acknowledgment of receipt of the re-transmitted at least one
packet of data in accordance with the unused schedule entry.

19. The machine-readable non-transitory storage medium
of claim 18, the method further comprising providing feed-
back data related to the re-transmission of the at least one
packet of data with respect to the at least one schedule entry
of the plurality of schedule entries associated with the
acknowledged re-transmission.

20. The machine-readable non-transitory storage medium
of claim 19, further comprising updating the at least one
schedule entry of the plurality of schedule entries of the
transmission schedule according to the feedback data.

21. The machine-readable non-transitory storage medium
of claim 16, wherein the transmission schedule does not
comprise an unused schedule entry, and the method further
comprises providing feedback data indicating failed trans-
mission of the at least one packet of data with respect to the
at least one schedule entry associated with the failed trans-
mission.

22. The machine-readable non-transitory storage medium
of claim 21, further comprising updating the at least one
schedule entry of the plurality of schedule entries of the
transmission schedule according to the feedback data.
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